
Rig Instructions: 

 

• Lay the head out on the ground about where you want the centre to be. 

• Insert the first 2 legs into the lower part of the head, then the next 2 into the upper part  

• Insert all 4 pins from the outside in, then fit the detent pin (in older Rigs, insert the clevis pin and R-clip) 

• *NOTE—all pins must be in prior to moving rig as legs can slip out. 

• Lift rig into standing position 

• Be sure to have the pins from outside in, as gravity helps keep them in 

• Attach the shackle and pulley, and insert a zip tie or similar through the shackle 

• Run the rope through the pulley, across and through the outer ring and down the leg 

• Lift one side of the rig and insert the next 2 legs, and the pins 
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• Lift rig from second side, and insert the next set of legs and pins 

• Each time the rig is lifted, it will balance quite well, you can hold one side only while another person  

 inserts the leg on the adjacent side 

• 1 person can erect the rig up to 2 or 3 sets of legs, but 2 people is easier.  

 (2 people minimum to insert the 4th set of legs, 3 is better) 

• If you have a wider head section, greater than 900mm, the rig does have a twist effect making it harder 

to erect, we recommend at least 3 people minimum to erect to full height 
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 Tip and tricks 

• If you are having trouble with the legs sliding in, be sure to have the leg completely in line. It will not go in 

if the other end is not aligned  *These have to be in a straight line* 

 

 

 

 

 

• Over time, if the rig has been down for a while, some small amounts of oxidization may form on the 

sleeves making it harder to erect. If this is so, just clean the ends with a small file or sand paper to remove 

any build up on the inside. Plus a small amount of beeswax also helps with inserting the legs 

 

 

 

 

• If you have a spare person, they can use the rope to assist with lifting. When one side is lifted by the legs, 

pull the rope from the opposite side 

• The rope is the most susceptible to the elements, specifically the sun. If not being used for a while, join 

some thin paracord or rope to the main rope with some tape, and feed it through to remove the main rope. 

This saves having to dismantle the rig! Remember to tape it on, not tie a knot, otherwise it will get caught 

in the pulley. All other components on the rig will last years and years in the weather. 

• If you want to get the rope all the way up out of the way, be sure to attach a sand bag or other weight, the 

rope does not come down easily if you can’t pull it! 

Happy rig Times! 


